Profile Theatre
Technical Inventory
Updated 9/14/08

Lighting Fixtures


Lamp
Watts
Patt.
Gel
Wgt
Qty

ETC Source Four Jr. 36°

HPL
575
M
6.25”

3

ETC Source Four Jr. 50°

HPL
575
M
6.25”

2

ETC Source Four 36°


HPL
575
A/B
6.25”
14
1

ETC Source Four 50°


HPL
575
A/B
6.25”

9

ETC Source Four PAR

HPL
575
N/A
7.5”

11

Altman 65Q 6” Fresnel (or equiv.)
BTL
500
N/A
7.5”

10

6’ Altman R40 3-circuit Striplight
R40
150
N/A


2

L&E Worklight



400
N/A
N/A

8

· Replacement of lamps is to be done by Profile staff only.

Dimming




Ckts
Amps
Watts
Qty
Total Ckts

IPS DS-1206 Dimm Strips (SPG) LX Grid
6
10
1200
8
48 (1-48)

NSI DDS 5600 (PBG) House/Works(Booth)
4
5
600
1
4 (49-52)

NSI DDS 6000 (PBG) House/Works (Grid)
4
10*
1200*
2
8 (53-60)


*Total load per NSI DDS 6000 pack must be less than 2400 W
NSI DDS 5600 (PBG) Rover Pack

4
5
600
1
4 (61-64)

Cabling: 20A Stage Pin

3-9 ft: 
10

10-14 ft: 10

15 ft: 2


2-fer: 3



Control

EDI Minstrel Lighting Console

ETC Express 24/48 Lighting Console (Additional rental fee applies)

2x Colortran Rememberance 6-channel programmable wall stations

Sound (Current Setup):
Sony CDP-XE400 CD Player

Sony MODEL CD/Minidisc Player

Radio Shack MPA-250 250 W Amplifier (Mains)

Radio Shack MPA-200 150 W Amplifier (Monitor/Other)

Yamaha MG10/2 6-channel stereo mixing console


Additional Sound Equipment in Stock:
2x Radio Shack MPA-50 40 W Amplifier

Sony TC-W380 Stereo Tape Deck

Sony CDP-XE400 CD Player

Audio Technica P650R Cardiod Condensor XLR Microphone

2x Shure PG48 XLR Vocal Microphone

Rigid Mic Stand

